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Features

	Counts pills in 200 milliseconds with 99.9% accuracy.
	Identiï¬�es any foreign matter and broken or dissimilar pills on the counting platter.
	Enables you to pour pills as fast as you want without receiving error messages.
	Open-ï¬‚ow design enables pills to ï¬‚ow easily into vial and enables easy cleaning.
	Validates all dispensed medications: orals, drops, ointments, creams, etc.
	Operates in stand-alone mode or integrated with PharmASSIST Symphony, enabling end-to-end prescription tracking and reporting.
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Features

	Smallest footprint and best dispenser/space ratio in industry with 50 dispensers per every 3 square feet.
	Modular compact design ï¬�ts into existing layouts, minimizing renovations and operational disruption.
	Scalable design allows you to expand your system at any time.
	Counts prescriptions simultaneously.
	No dispenser adjustments required to change NDC; software controls calibration.
	Throughput of over 200 Rxs an hour.
	Integrates with PharmASSIST Symphony and easily scales up to PharmASSIST ROBOTx.
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Features

	Scalable dispenser conï¬�gurations (70-140) enable you to start small and grow as needed.
	Counts prescriptions simultaneously.
	Throughput of up to 240 Rxs an hour.
	Rear replenishment enables continuous system operation.
	No dispenser adjustments required to change NDC; software controls calibration.
	Vial replenishment made easy by pre-loaded vial cassettes.
	Intuitive user â€œgrab & scanâ€� interface.
	Touch screen display enables quick and easy use.
	Fold-away keyboard and touchpad.
	Integrates with PharmASSIST Symphony, providing end-to-end Rx fulï¬�llment.
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On-board charging powers technology components and recharges the battery simultaneously, keeping you up and running and re-charged within 2 hours.
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Non-powered carts are the cornerstone of the Mobile Technology Workstation family.  Delivering point of care technology for caregivers in a simple yet effortless way.
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Allows for optimal technology access, through effortless positioning of the monitor and keyboard accommodating a person's seated or standing.
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Wall mounted medication delivery at or near the point of care.  Coupled with unsurpassed security and an intuitive design, clinicians will experience improved workflow while increasing patient satisfaction.
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Features

	Secure Storage (including CII narcotics)
	Accurate Prescription Filling
	Increased Efficiency; Less Labor
	Accurate On Hand Inventory
	Increased Inventory Turns with Less On Hand
	Elimination of Theft and Diversion
	Automation of the Order â€œPut-Awayâ€� Process
	Returned Floor Space to Retail (uses only 40 sq ft
	Rapid Payback Through â€œHardâ€� Cost Savings
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The IP128APS is an ideal solution to help long term care pharmacies meet the unique challenges of short cycle dispensing requirements under new healthcare regulations. Because the IP128APS can be interfaced with the pharmacy information system, prescriptions with 7 day filling and 14 day filling requirements can be seamlessly packaged in multi-dose strips. The multi-dose strips can be packaged in a patient specific strip by med pass date or med pass time.




Download Brochure VideoClose








 






×







The iPackÂ® Rx Unit Dose Packager brings tabletop unit dose packaging technology into the 21st Century. With "no-crush" technology, an in-line bar code reader to verify the bar code on every package, 4 package lengths with a simple click of the mouse, pill drop sensor, patented universal feed disks, advanced design and engineering, no other tabletop packager can compare to the iPackÂ® Rx.
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Features

		Packages and dispenses in individual patient-specific bar coded packages on demand
	100% Secure Narcotics storage at the Nurseâ€™s Station
	100% Pharmacy Control with 24/7 Nurse access
	No More Narcotics Counts Required by Nurses â€“ EACH NarcoMedicÂ® SAVES A MINIMUM OF $4,000 PER YEAR IN NURSING TIME
	Stores up to 98 Controlled Substances (1,750 doses) in a tabletop unit
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 Select-A-Vision Display






MTA lets you be in complete control of finding the perfect pair of reading glasses to match your vision. The MagniFinderÂ® display will help you choosing the pair that's right for you.
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 CafÃ© Don Alonso






CafÃ© Don Alonso is an arabica coffee, native from Utuado, Puerto Rico. Cosidered premium, coffee growers plant and harvest the seeds to produce the best flavor beans.
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Hiback Chair







	Features	Specifications
	Wood-framed seat	Width 25.5"
	Wood arms	Depth 31.5"
	Clean-out seatM	Height 40"
	Vinyl Fabrics	
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Overbed Table







	Features	Specifications
	Automatic/infinite stops within height travel range	Table Height 27.75"  - 40" 
	Modified â€œHâ€� base allows use with chair or bed	Table Width 30" 
	Top has plastic-laminated wood finish with vinyl edges and base has grey epoxy finish	Table Depth 15" 
	Raised edge style top helps to prevent items from sliding off and catches spills	Base Width 28.5" 
	Order components separately when requesting the finish to match other furniture in the room	Base Depth 15.25" 
	Supports up to 40 lbs. of distributed weight	Distributed Weight Capacity 40lbs.
	Low profile design allows overbed table to be used with limited clearance beds	Shipping Weight 22lbs.
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Bedside Cabinet






	Features	Specifications
	Bedside Cabinet with one door and one drawer. 	Width 21"
	Highly resistant to moisture	Depth 18"
	All edges are completely finished.	Height 30"
	Drawers are vinyl wrapped and bottoms are sealed.	
	Rounded edges reduce injury.	
	Drawer stops for safety.	
	Drawer slides are tested to 100 pound capacity and feature a self closing mechanism.	
	Ventilated backs promote air flow.	
	Smooth floor guides for ease of movement.	
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Overnighter Chair







	Features	Specifications
	Three positions	Weight capacity 300 lbs.
	Steel and wood construction	Seat height/width 19Ë�/25Ë�
	Caster wheels (rear locking)	Seat depth 21Ë�
	Open design to allow for body mobility	Arm width 2.5Ë�
		Overall height 42Ë�
		Overall width 31Ë�
		Overall length (seated position) 34Ë�
		Overall length (sleep position) 74Ë�
		Optional wood arm cap width 3Ë�
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Recliner






	Features	Specifications
	Stationary arms	Weight capacity 300 lbs.
	Fold-away side table (one)	Back height (from floor/seat) 48Ë�/29Ë�
	Push handle	Overall width (2 tables down/up) 32Ë�/52Ë�
	Retractable foot tray	Seat width 22.5Ë�
	5Ë� thermoplastic casters	Arm height (from floor, front/back) 30Ë�/27Ë�
	Wall-hugger mechanism (infinite recline positions)	Seat height/depth 22.5Ë�/18Ë�
	Thermo-sensitive, pressure-reduction seat foam	Upright overall depth (w/handle) 47Ë�
	Quick-release seat	Thermoplastic casters 5Ë�
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Affinity II Birthing Bed








Features

		Foam mattress
	Calf supports

		Specifications
	High Position	35.75"
	Low Position	18.5"
	Mattress Size	34" x 78" x 4" (86.4 cm x 198 cm x 10 cm)
	Caster Wheel	6â€� (15.2 cm)
	Trendelenburg Angle Inclination	8â€�
	Maximum Patient Weight	500 lbs (227 kg)
	Foot Section, Maximum Lift Weight	400 lbs (181.6 kg)
	Head Section, Maximum Lift Weight	200 lbs (181.6 kg)
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Hill-Room 894 CC Series Bed








Features

		Foam mattress
	Scale
	CPR release
	High-low option
	Brakes in all four casters

		Specifications
	High Position	40.5"
	Low Position	22.5"
	Sleeping Surface 	34" x 80"
	Head Elevation Maximum	57Â°
	Trendelenburg Maximum	12Â°
	Reverse Trendelenburg Maximum	12Â°
	Maximum Patient Weight	500 lbs
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Hill-Rom Advance Bed







Features

		Foam mattress
	4-motor bed
	Central break and steer
	Automatic night light
	CPR release

		Specifications
	High Position	30"
	Low Position	17"
	Sleeping Surface 	36" x 82"
	Maximum Patient Weight	500 lbs
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Burke Triflex II Bariatric Bed







Features

		Preassure reducing foam and air adjustable mattress
	Width expansion for patient Comfort, care & transport
	Quiet DC motors with battery backup
	CPR release
	Single switch controls for trendelenberg and cardio chair.
	Folds for single person transport or storage.
	Weight indicator. (Optional)

		Specifications
	High Position	28"
	Low Position	14"
	Sleeping Surface 	37" x 86"
	Maximum Patient Weight	1000 lbs
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Hill-Rom 850 Centre Series Bed







Features

		Foam mattress
	Spring or hardpan surface
	3-motor retractable
	Trendelenburg operation
	Night light
	Central brake and steer

		Specifications
	High Position	31"
	Low Position	17"
	Sleeping Surface 	36" x 82"
	Maximum Patient Weight	500 lbs
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Hill-Rom 835 Century Series Bed







Features

		Foam mattress
	Central brake and steer

		Specifications
	High Position	30"
	Low Position	17"
	Sleeping Surface 	36" x 80"
	Maximum Patient Weight	500 lbs
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Burke Tri-flexII Bed 







Features

		Foam mattress
	1-button Trendelenburg functions
	Cardiac chair positioning
	CPR release
	Easy patient egressat foot or side bed
	"Fold & Roll" design for easy storage
	Optional integrated scale system

		Specifications
	High Position	28"
	Low Position	14"
	Patient Surface Width Extension	from 37" to 49" or 54"
	Sleeping Surface Length	86"
	Maximum Patient Weight	1000 lbs





Download Brochure Close










	




×
Hill-Room Total Care













































Features

		Foam mattress
	5" casters
	Full chair position
	Central brake and steer

		Specifications
	High Position	33.5"
	Low Position	14.5"
	Head Elevation Maximum	75Â°
	Knee Elevation Maximum	20Â°
	Foot Elevation Maximum	85Â° down
	Foot Retract Maximum	12Â°
	Trendelenburg Maximum	12Â°
	Reverse Trendelenburg Maximum	12Â°
	Sleeping Surface 	35" x 83"
	Bed Lift Capacity	500 lbs
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Pediatric Crib







Features

		Foam mattress
	Two drop sides

	Specifications
	Head Elevation	30"
	Side Rails Height	27"
	Sleeping Surface 	35" x 60"
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Standard Crib







Features

		Foam mattress
	Easy access safety gates
	5" casters, 2 with brakes
	Sleeping surface options: crank fowler, trendelenburg deck, flat deck, among others
	Finish options: epoxy, chrome or stainless steel

		Specifications
	Infant Series dimensions	30"W x 44"L x 61" H
	Infant Series dimensions	30"W x 60"L x 61" H
	Infant Series dimensions	36"W x 72"L x 61" H
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Pediatric Stretcher







Features

		Foam mattress
	All 4 sides drop quickly and effortless below mattress level
	6" casters
	Adjustable height and head elevation


	
`



 Close








 

	




×
Transport Stretcher







Features

		Foam mattress
	Cost efficient stretcher
	Continuous heavy rubber bumper
	Convenient hand holds on each corner
	8" swivel casters

		Specifications
	Heavy-gauge	1â…œ" O.D. tubular frame
	Stretcher Dimensions	78Â¼"L x 28"W x 33"H
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NUVO Verde Light







Specifications

		Verde NV3	Verde NV4
	Light Intensity (LUX)	26,000 - 130,000	32,000 - 160,000
	Color Temperature Adjustment	3800Â°K, 4300Â°K, 4800Â°K	3800Â°K, 4300Â°K, 4800Â°K
	Pattern Intensity	50 - 100%	50 - 100%
	Pattern Size (inches)	8-10Â½	8-12
	CRI Index	> 93	> 93
	Red Rendering Index	95	95
	Control in the sterile field	YES	YES
	Green light mode	YES	YES
	LED Projected Life (hrs)	> 40,000	> 40,000
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NUVO MS LED







Specifications

		VistOR MS LED
	Light Intensity (LUX)	120,000
	Color Temperature Adjustment	4300Â°K
	Pattern Intensity	50-100%
	Intensity settings	5
	Pattern Size (inches)	9-13
	Red Rendering Index	95
	Control in the sterile field	YES
	LED Projected Life (hrs)	50,000
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NUVO VistOR PRO LED







Specifications

		VistOR PRO LED
	Light Intensity (LUX)	64,500
	Color Temperature Adjustment	4500Â°K
	Intensity settings	5
	Control in the sterile field	YES
	LED Projected Life (hrs)	> 30,000
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NUVO Vu Light







Specifications

		Vu
	Light Intensity (LUX)	160,000
	Color Temperature Adjustment	4300Â°K
	Depth of illumination	32.3"

	Intensity settings	5
	Pattern Size (inches)	9.5-14
	CRI Index	95
	Red Rendering Index	95
	Control in the sterile field	YES
	Ambient light mode	YES
	LED Projected Life (hrs)	50,000
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NUVO V800 Surgical Table







Specifications

		V800
	Height	26.8 - 44 in
	Slide	12.2 in
	Lateral tilt	20Â°

	Trendelenburg	30Â°
	Reverse Trendelenburg	30Â°
	Back section	80Â° up or 50Â° down
	Leg section	30Â° up or 90Â° down
	180Â° open to the left and right	
	Head section	90Â° up or 45Â° down
	Kidney elevator elevation	0 ~ 4.7 in
	Flex	Maximum of 25Â° down
	Reflex	Maximum of 30Â°up
	Patient weight rating	800lbs
	Model options (single or combined features)	Floor lock, sliding top, kidney elevator
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NUVO V1000 Surgical Light







Specifications

		V800
	Height	26 - 48 in
	Slide	12.2 in
	Lateral tilt	20Â° from horizontal

	Trendelenburg	30Â° from horizontal
	Reverse Trendelenburg	30Â° from horizontal
	Back section	80Â° up or 50Â° down from horizontal
	Leg section	80Â° up or 105Â° down from horizontal
	Head section	90Â° up or 90Â° down from horizontal
	Kidney elevator elevation	0 ~ 4.7 in up from tabletop
	Flex	25Â° down maximum from horizontal for both back and seat sections

Note: Back down 30Â° maximum and seat down 30Â° maximum from horizontal
	Reflex	30Â° up maximum from horizontal for both back and seat sections

Note: Back up 30Â° maximum with seat up 30Â° maximum from horizontal
	Patient weight rating	1,000lbs
	Model options (single or combined features)	Foot pump, sliding top, kidney elevator
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NUVO VPlex System








The Vplex Video Integration System Delivers High Definition Images Transmitted over a Fiber Optic Neork with Unparalleled Simplicity.

The Vplex System uses state-of-the-art video technology to deliver the best quality images in the industry. They are delivered through fiber optic cables to ensure minimal interference and crisp clean high definition images in full color or monochrome.
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NUVO Navigators






The Navigatorâ„¢ Equipment Management System helps organize your equipment to improve overall efficiency. The Navigatorâ„¢ houses critical equipment specific to the area of care, video integration inputs and outputs, medical gases and electrical outlets. 
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Yellofin Stirrups






The Yellofins Stirrup represents the gold standard in lithotomy positioning.
 
Yellofins Stirrups allow for easy adjustment of abduction and lithotomy while maintaining the sterile field. The Yellofins Stirrup enables safe and easy positioning while providing enhanced surgical site access

Features

	Boot Design	Extended lateral fin is designed to cover and protect the head of the fibula and hence, the peroneal nerve.
	Floating Boot	Self-adjusting boot minimizes pressure on the calf, when moving the stirrup
	Lift-Assistâ„¢ Technology	Allows easy movement of the leg when placing it in the desired position
	Yellofins Reusable Pad	Completely encapsulates the foot, ankle and calf for comfortable and secure positioning.
	Squeeze Grip Handle	Provides easy intraoperative adjustment without compromising the sterile field. Simply release the handle to secure the leg holder in all directions.
	Lithotomy Range	Yellofins, and Yellofins Elite with Lift-Assist technology â€“ Set the stirrup in any position between +84Â° to â€“33Â° lithotomy. Yellofins without Lift-Assist technology â€“ Set the stirrup in any position between +90Â° to â€“35Â° lithotomy.
	Abduction Range	Set the stirrup in any position between +25Â° to â€“9Â° abduction
	Lithotomy & Length Indicators	Visual indicators that help ensure precise positioning
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Allen Medical Advance Table






The Allen Advance Table is a specialist table for complex surgical procedures, it offers radiolucency through the whole working length of the table. For surgeries that require the patient to be re-positioned from supine to prone or vice versa whilst still anesthetized, it rotates through 360Â°

Features

	Patient weight capacity	Up to 600lbs
	Length (retracted to fully extended)	69" to 109"
	Electronic Rotation	25Â° clockwise and counterclockwise 
(can be locked at any point within this range)
	Manual Rotation	360Â° (can be locked at horizontal only)
	Maximum Trendelenburg & Reverse Trendelenburg	10Â°
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Allen Medical Spine System






The Allen Spine System is an extension for your OR table that enables you to perform spine surgery with the positioning benefits of a standalone spine table.
	
Features

	Intraoperative Flex	Use the power of the table to flex and reposition the patient
	Radiolucent Extension 48â€� x 17â€�	Provides excellent C-Arm and O-Arm access
	Saves Space	Stores in less than 6 sq ft (.5 sq m) and accessories can be stored on the frame
	Optimized Pressure Management	Chest, hip and head supports
	Versatile	Prone, lateral and supine positioning
	Range of Motion	Provides 20Â° lateral tilt, trend and flex powered by the OR table
	Patient Weight Capacity	500 lbs
	Height	25â€� to 38â€�
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3DHD System






The 3DHD Vision System delivers bright, crisp, clear vision â€“in 3DHD â€“ for greater depth perception, offering laparoscopic surgeons the visual accuity and precision that rivals open surgery.
Optimal visualization and precise spatial orientation assists surgeons to identify critical anatomy and improve laparoscopic surgery in numerous surgical environments: 

	Gynecology
	General surgery
	Urology
	Bariatrics
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Stainless Steel Storage Cabinets








Available Features

	Stainless Steel Construction
	Media Cabinet
	Filtration System
	Catheter Slides
	Heavy Duty Door Hardware
	Pass-Through Feature
	Optional Door Locks
	Adjustable Shelves
	Optional Casters
	Pegboard
	Lead Lined Unit for X-Ray
	Sliding Glass Doors
	Optional Storage Baskets
	Custom Sizes Available
	Endoscope Storage with HEPA
	Warming Cabinets
	Slope top for easy cleaning
	Glass doors with Â¼â€� thick safety glass
	Nurse Documentation Stations
	Stainless steel double pan solid doors
	Desk Cabinets with drawers
	Computer Charting Workstations
	Protection
	Recessed or Freestanding Installation


	Stainless Steel Construction
	Media Cabinet
	Filtration System
	Catheter Slides
	Heavy Duty Door Hardware
	Pass-Through Feature
	Optional Door Locks
	Adjustable Shelves
	Optional Casters
	Pegboard
	Lead Lined Unit for X-Ray
	Sliding Glass Doors
	Optional Storage Baskets
	Custom Sizes Available
	Endoscope Storage with HEPA
	Warming Cabinets
	Slope top for easy cleaning
	Glass doors with Â¼â€� thick safety glass
	Nurse Documentation Stations
	Stainless steel double pan solid doors
	Desk Cabinets with drawers
	Computer Charting Workstations
	Protection
	Recessed or Freestanding Installation
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CONMED Entriport Trocar










EntriPortâ„¢Â is a complete line of laparoscopic trocars that offers both bladed andÂ non-bladed versions as well as fully disposable and reposable options.
Innovative devices that provide access for minimally invasive surgical procedures.


	Feature	Benefit
	*Offset Dilating Tip	Offers a traumatic sweeping blunt dissection
	*Offset Optical Port	Offers wide & clear viewing area to increase visualization
	*Auto Alignment	Precisely places the obturator in optical alignment with the cannula




		Specifications
	Cannula Lengths	Short: 70mm
Standard: 100mm
Long: 150mm
	Reposable Cannula Material	Stainless Steel (radio-opaque)
	Disposable Cannula	Helical fascia ribs, Radio-translucent
	Upper Seal	Accepts 5-12mm instruments
(Limited by cannula size. Does not include mini series)
	Bladed Obturator	 Linear blade, dual bevel
Locking shield
	Mini Bladed Obturator	Crescent shaped blade
Spring-loaded shieldÂ (non-locking)
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CONMED VCare







VCareÂ® is a specialized Uterine Retractor/Elevator that is intended for use in Laparoscopically Assisted Vaginal Hysterectomy (LAVH), Total Laparoscopic Hysterectomy (TLH), and Laparoscopic Supracervical Hysterectomy (LSH).

VCareÂ® has 4 cup sizes: Small (32mm diameter), Medium (34mm diameter) previously â€œstandardâ€�, Large (37mm diameter) and Extra Large (40mm diameter).
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CONMED VCare DX






VCare Dxâ„¢ is a uterine manipulator for use in procedures such as lap tubals, myomectomies, treatment of endometriosis and dye perturbation where cervical definition and manipulation is not required, and also LSHâ€™s where additional vaginal elongation is desired. It provides excellent control of the uterus without distention of the vaginal fornices.
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CONMED Straight Handle






A small size pencil grip configuration with color coded E/S buttons or rocker switch activation for precise surgeon control. Familiar trumpet valve S/I buttons are concave/convex and color coded for easy identification. The tethered S/I tubing and E/S cord eliminate entanglements and are directed downward at a 45Â° angle, to minimize surgeon fatigue. 

	Comes with an interchangeable Electrode and Cannula Connection.
	With Electrode Rotation Control Wheel, for Suction/Irrigation, Electrosurgery and other functions
	Single-use
	Sterile
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Laparoscopic Electrode






















Extended Insulation at the base of each electrode tip provides greater patient safety, precise surgeon control and reduces possible collateral desiccation. Extendable, lockable tip protector allows coverage of electrode, protecting viscera while suctioning.

	5mm
	Available in 27, 32 and 44cm lengths
	Extended insulation
	Extendible locking tip protector
	Single-use
	Sterile
	For use with Universal PlusÂ® Control Handles
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Thermometers






The TAT-5000 TemporalScannerâ„¢ is an infrared thermometer designed for accurate, completely non-invasive temperature assessment by scanning the temporal artery (TA). It is breakthrough technology. Temporal artery thermometry (TAT) is method of temperature assessment, using infrared technology to detect the heat naturally emitting from the skin surface. In addition, and of key importance, the method incorporates a patented arterial heat balance system to automatically account for the effects of ambient temperature on the skin.

The TAT-5000 has a nonantimicrobial white copolymer material sensor head that is resistant to the chemical cleaners and disinfectants, and better withstands dropping and general harsh treatment common in clinical environments. As a site for temperature measurement, the temporal artery presents many benefits: it poses no risk of injury for patient or clinician, eliminates any need for disrobing or unbundling, and is suitable for all ages.
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Sensors






A complete line of disposable and reusable pulse oximetry sensors designed for use with equipment from major manufacturers  including NellcorÂ®, DatexÂ®, CSIÂ®, NoninÂ® and others. ConMedâ€™s Dolphin line of disposable sensors are clinically tested and validated for accuracy and performance. They are available in vinyl-, foam- and cloth-adhesive versions for adults, pediatrics, infants and neonates. 
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Tempest TW-1000








Features

		Approximate system dimensions: 46â€�W x 36.5â€�L x 61.5â€� H
	The Tempest utilizes a single tank system filled with incoming 120Â°F facility water. The Tempest system will dose the water with a pre-determined ratio of enzymatic cleaner.
	The first cleaning stage utilizes ultrasonic generation for a period of up to 20 minutes.
	Simultaneously during the ultrasonic cycle, the system flushes the interior of the lumens at varying intervals with enzymatic dosed solution and air injection bubble cavitation stream.
	The system rinses the interior and exterior of the ported devices and exterior of all devices with water heated from 120Â°F up to 190Â°F via a separate electrical in line heater element.
	The unit provides a final rinse using highly filtered and ozonated pure water.
	The Tempest will bring high powered industrial grade cleaning and repeatable results to your central processing department's process.
	The Tempest cleaning process handles the hard to clean instruments.
	Stainless steel construction.
	Automatic lift mechanism for loading/unloading of shelves. Load height is designed for easy operator use.
	Interface for monitoring and controlling process-relevant functions.
	Automated lid lift operated by push button or cycle status.
	Top lid to have a viewing window to see inside system while operating.
	Single shelf configuration for 1 baskets or 1 orthopedic trays (side by side) is the standard configuration.
	Large 26â€� x 10.5â€� baskets for loading surgical tools accommodate the 56cm bariatric tool.
	Solution flow monitoring.
	Sensors to automatically control the solution level in the ultrasonic tank.
	Exterior instrument ozonated water rinse.
	Low level sensors for 5 gallon reservoir.
	Screen filter basket at tank drain to catch large bio-debris.
	Basket with dual surgical tool manifold cleaning system with quick connections (12-ports).
	Submicron inlet compressed air filter.
	Safety shutoff switch.






 Download Brochure  VideoClose










	




×
Tempest TW-2000








Features

		Approximate system dimensions: 39â€�W x 47â€�L x 63â€� H
	The Tempest utilizes a single tank system filled with incoming 120Â°F facility water. The Tempest system will dose the water with a pre-determined ratio of enzymatic cleaner.
	The first cleaning stage utilizes ultrasonic generation for a period of up to 20 minutes.
	Simultaneously during the ultrasonic cycle, the system flushes the interior of the lumens at varying intervals with enzymatic dosed solution and air injection bubble cavitation stream.
	The system rinses the interior and exterior of the ported devices and exterior of all devices with water heated from 120Â°F up to 190Â°F via a separate electrical in line heater element.
	The unit provides a final rinse using highly filtered and ozonated pure water.
	The Tempest will bring high powered industrial grade cleaning and repeatable results to your central processing department's process.
	The Tempest cleaning process handles the hard to clean instruments.
	Stainless steel construction.
	Automatic lift mechanism for loading/unloading of shelves. Load height is designed for easy operator use.
	Interface for monitoring and controlling process-relevant functions.
	Automated lid lift operated by push button or cycle status.
	Top lid to have a viewing window to see inside system while operating.
	Single shelf configuration for 2 baskets or 2 orthopedic trays (side by side) is the standard configuration.
	Large 26â€� x 10.5â€� baskets for loading surgical tools accommodate the 56cm bariatric tool.
	Solution flow monitoring.
	Sensors to automatically control the solution level in the ultrasonic tank.
	Exterior instrument ozonated water rinse.
	Low level sensors for 5 gallon reservoir.
	Screen filter basket at tank drain to catch large bio-debris.
	2 baskets with dual surgical tool manifold cleaning system with quick connections (12-ports per basket).
	Submicron inlet compressed air filter.
	Safety shutoff switch.
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Tempest TW-4000








Features

	Approximate system dimensions: 61â€�W x 47â€�L x 63â€� H
	The Tempest utilizes a single tank system filled with incoming 120Â°F facility water. The Tempest system will dose the water with a pre-determined ratio of enzymatic cleaner.
	The first cleaning stage utilizes ultrasonic generation for a period of up to 20 minutes.
	Simultaneously during the ultrasonic cycle, the system flushes the interior of the lumens at varying intervals with enzymatic dosed solution and air injection bubble cavitation stream.
	The system rinses the interior and exterior of the ported devices and exterior of all devices with water heated from 120Â°F up to 190Â°F via a separate electrical in line heater element.
	The unit provides a final rinse using highly filtered and ozonated pure water.
	The Tempest will bring high powered industrial grade cleaning and repeatable results to your central processing department's process.
	The Tempest cleaning process handles the hard to clean instruments.
	Stainless steel construction.
	Automatic lift mechanism for loading/unloading of shelves. Load height is designed for easy operator use.
	Interface for monitoring and controlling process-relevant functions.
	Automated lid lift operated by push button or cycle status.
	Top lid to have a viewing window to see inside system while operating.
	Single shelf configuration for 4 baskets or 4 orthopedic trays on a single shelf is the standard configuration.
	Two baskets will be configured for interior flushing of canulated tools.
	Two baskets will be configured for non-canulated tools.
	Large 26â€� x 10â€� baskets for loading surgical tools accommodate the 56cm bariatric tool.
	Solution flow monitoring.
	Sensors to automatically control the solution level in the ultrasonic tank.
	Exterior instrument ozonated water rinse.
	Low level sensors for 5 gallon reservoir.
	Screen filter basket at tank drain to catch large bio-debris.
	2 baskets with dual surgical tool manifold cleaning system with quick connections (12-ports per basket).
	Submicron inlet compressed air filter.
	Safety shutoff switch.
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UV Flash







	Features	Specifications
	UVC lamps providing 254nm wavelength	Height: 36 in / 91.4 cm 
	Patented polished aluminum interior	Width: 22 in / 55.9 cm
	Removable shelves for larger items	Depth: 28 in / 71.1 cm
	120 vold, 20-amp circuit	Wight: 60 lb / 27.3 kg
	System indicator lights	
	View-safe windows	
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Sterilizers













































Features

		Refurbished vacuum sterilizers
	Sterilize surgical instruments, utensils, gowns, wrapped/unwrapped goods and other healthcare instruments and supplies
	Optional models with or without a built-in boiler in place of house steam
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Instrument Washer 3610








Features

		Stainless steel type 304 construction
	Drop door loading shelf. Complete with viewing window
	Three -level washing rack
	Micro-processor based controls
	Six pre -programmed cycle selection
	Digital temperature control and guarantee
	Extended wash timer
	Two chemical pumps (detergent and lube)
	Electric sump heater
	Electric drain valve operation (no air)
	2 HP stainless steel pump
	Drying system
	Available in single drop down door or double door pass -thru option
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Instrument Washer 4600








Features

		Stainless steel type 304 construction
	Automatic vertical lift door complete with viewing window
	Four -level washing rack
	Allen Bradley microprocessor based controls
	Ten preprogrammed cycle selection
	User interface and adjustable controls c/w Internet
	Cycle status, time, event and diagnostics display
	Digital temperature control and guarantee
	Two chemical pumps (detergent and lube)
	Steam sump heater
	Electro -pneumatic valve operation
	3 HP stainless steel pump
	Interior chamber illumination
	Drying system
	Devapourmatic package
	Available in single vertical lift door or double door pass-thru option
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Warmers








Features

	Freestanding installation
	Recessed installation
	Tabletop, mid-sized and full sized units
	For blankets and/or fluids
	May include a large digital display
	With or without glass doors
	Multiple styles are available
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Incubators








Features

	Include a foam mattress
	Scale option
	Designed to transport infants in a thermal neutral environment
	23"H x 51"L x 22.5"W (dimensions may vary)
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